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CAN-CELL INDUSTRIES INC.

Used mainly for light fastening of interior
trim work, finish carpentry & in cabinetry
where nail concealment is desired.

Standard Finish: Bright & Hot Dip Galvanized

Used for trim work and finishing where
maximum strength is needed and nail
concealment is desired.

Standard Finish: Bright & Hot Dip Galvanized

Used for trim work where additional
strength is needed and nail concealment is
desired.

Standard Finish: Hot Dip Galvanized

Used for wood framing and general
Construction.
Standard Finish: Cement Coated

For general construction where ease of
driving & superior holding power are
desired.

Standard Finish: Bright & Hot Dip Galvanized

For temporary construction where nail
removal is required such as concrete frame
work, scaffolds & bracing. Also used for
stringing temporary wiring.

Standard Finish: Bright

For load-bearing wooden structures where
superior holding power is necessary. Threads
lock to wood fibres to add structural strength.
Standard Finish: Bright, Electro-Galvanized,
Phosphate Coated & Hot Dip Galvanized.
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CAN-CELL INDUSTRIES INC.

Used for application of cedar siding &
clapboard. Small diameter & blunt point

prevent wood from splitting. p———
Standard Finish: Hot Dip Galvanized

Used for application of cedar siding where
greater holding strength is required.
Standard Finish: Hot Dip Galvanized

Used for blind nailing of cedar siding and

clapboard. ;]
Standard Finish: Hot Dip Galvanized

For blind nailing of cedar siding &

particleboard - type siding where greater & . =
holding strength is required.

Standard Finish: Cement Coated

A 10, 11, or 12 gauge nail with an enlarged
7/16" head suitable for preparing roofing,
asphalt shingles, insulation board & felts. g =5
Standard Finish: Bright, Electro-Galvanized,

Phosphate Coated & Hot Dip Galvanized.

A 12 guage nail with a 3/8” head suitable for
preparing roofing & asphalt shingles.
Standard Finish: Electro Galvanized p—

Used for application of heavy cedar shakes &
shingles. The large 19/64” head holds heavy
wood shingles fast.

Standard Finish: Hot Dip Galvanized.




CAN-CELL INDUSTRIES INC.

For cedar shingle & shake applications.
Blunt point reduces splitting. _ =

Standard Finish: Hot Dip Galvanized

SPECIALTY USE
W

Used for attaching poultry netting to
Fence wood framing.
Staples Standard Finish: Electro- Galvanized

Used for heavy tongue-&-groove &
Spiral laminated wood construction.
Pack-Deck Standard Finish: Bright & Electro-Galvanized

For fastening lumber to any type of concrete
Fluted or masonry work. Pre-drilling may be

Masonry necessary in some applications. @

Standard Finish: Temper Hardened

Used for attaching eavestroughs & Gutters.
Eavestrough Standard Finish: Electro-Galvanized &
(Gutter Spikes) Hot Dipped Galvanized.

T
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Fine nails suitable for nailing wood lath &
Fine Standard Finish: Hot Dipped Galvanized

DRYWALL & WALLBOARD
A

For attached drywall to wood framing. For

Cupped 1/2" drywall use 1 3/8" nail. For 5/8” drywall
Drywall use 15/8" nail. @

Standard Finish: Phosphate coated



CAN-CELL INDUSTRIES INC.

For application of gypsum wallboard,

Wallboard where greater holding strength is required.
or Drywall (e.g Ceilings)
Standard Finish: Bright, Blued &
Electro-Galvanized
Gypsum For application of gypsum lath.
Lath Standard Finish: Blue & Blued
Short fine gauge nails suitable for nailing
Lath lath and lattice.
(Shingle) Standard Finish: Blue & Blued
FLOORING & DECKING
\

Ring Shank Used for nailing particleboard, plywood &

Underlay
Flooring

Fluted
Flooring

Spiral

sub-flooring over exsisting wood floors or
joists where superior holding power is
essential.

Standard Finish: Bright

Used primarily as a standard finishing nail
nail for attaching hardwood flooring or
parquet flooring. Spiral thread increases
holding power which resists loosening &
squeaking.

Standard Finish: Tempered Hardened

Recommended for pressure treated wood
projects & applications. Also used for the

PTL Decking construction or redwood & cedar decks &

Ring Shank
/Screw
Shank
Decking

railings.
Standard Finish: Hot Dipped Galvanized

Used for application of wood decks where
superior holding strength is required.
Standard Finish: Hot Dipped Galvanized
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DEE BUILDERS PRODUCTS
ARDOX CONCRETE NAILS
EEE——E
DHTAC2 DHTAC21/2

2" Ardox Concrete Nails 5LB
6 Per Carton
48 Cartons Per Pallet

DHTAC21/4

2Y4" Ardox Concrete Nails 5LB
6 Per Carton

48 Cartons Per Pallet

Weight: 30LB ,
UPC: 773967305104

Weight: 30LB ,
UPC: 773967305111

PHOSPHATE COATED
—

DPCB21/2-5LB

242" Phosphate Coated 5LB (12G)
6 Per Carton

48 Cartons Per Pallet

Weight: 30LB
UPC: 773967307702

HOT DIPPED GALVANIZED BOX
—

DHGB21/2-5LB

24" Hot Dipped Galvanized 5LB (12G)
6 Per Carton

48 Cartons Per Pallet

Weight: 30LB
UPC: 773967307665

274" Ardox Concrete Nails 5LB
6 Per Carton
48 Cartons Per Pallet

Weight: 30LB
UPC: 773967305128

DHTAC3

3" Ardox Concrete Nails 5LB
6 Per Carton

48 Cartons Per Pallet

Weight: 30LB
UPC: 773967305135

DPCB31/2-5LB
3%"Phosphate Coated 5LB (12G)
48 Per Carton

Weight: 30LB
UPC: 773967307726

DHGB31/2-5LB

3% " Hot Dipped Galvanized 5LB (12G)
6 Per Carton

48 Cartons Per Pallet

Weight: 30LB
UPC: 773967308433

CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858
Visit our website at www.can-cell.com
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DEE BUILDERS PRODUCTS

ROOFING NAIL ELECTRO GALVANIZED-5LB
—

DEGR11/2-5LB

12 Roofing Nail Electro Galv.-5LB (11g)
6 Per Carton

48 Cartons Per Pallet

Weight: 30LB
UPC: 773967307641

BARBED JOIST HANGER NAIL-5LB
—

DBJH11/2-5LB

12 Barbed Joist Hanger Nail-5LB (119)
6 Per Carton

48 Cartons Per Pallet

DBJH11/2HDG-5LB

12 Barbed Joist Hanger Nail
Hot Dipped Galv.

6 Per Carton

48 Cartons Per Pallet
Weight: 30LB

UPC: 773967307740 Weight: 30LB \/

UPC: 773967307764

CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858
Visit our website at www.can-cell.com
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DEE BUILDERS PRODUCTS

COIL ROOFING NAIL
I ——

DCR1 1/4-HW
4" Coil Roofing Nail HW (Non-Bostitch)
7.2m Per Carton

Weight: 30LB
UPC: 773967303964

CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858
Visit our website at www.can-cell.com
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5
DEE BUILDERS PRODUCTS

COIL ROOFING NAIL
I ——

DCR1 1/4-LW
1 %" Coil Roofing Nail LW (Bostitch)
7.2m Per Carton

Weight: 30LB
UPC: 773967304800

CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858
Visit our website at www.can-cell.com
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DEE BUILDERS PRODUCTS

FRAMING STICK NAIL
—

DFSN31/4
3%4" - 28° Framing Wire Stick Nail (Bostitch)
25 Nails/ Strip - 80 Strips/Carton
126 Cartons Per Pallet

Weight: 22LB
UPC: 773967304626

CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858
Visit our website at www.can-cell.com
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DEE BUILDERS PRODUCTS

FRAMING STICK NAIL
—

DFSN3
3”-28° Framing WireStick Nail (Bostitch)
25 Nails/ Strip - 80 Strips/Carton
96 Cartons Per Pallet

Weight: 22LB
UPC: 773967304626

CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858
Visit our website at www.can-cell.com
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(e
DEE BUILDERS PRODUCTS

FRAMING STICK NAIL
—

DPSN31/4

3%"-33° Framing Paper Strip Nail (Non-Bostitch)
40 Nails/ Strip - 75 Strips/Carton

80 Cartons Per Pallet

Weight: 33LB
UPC: 773967304626
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CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858
Visit our website at www.can-cell.com
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(e
DEE BUILDERS PRODUCTS

WEATHERSHIELD
—

WS 11
Weathershield Insulation
40 Bags Per Pallet

Weight: 25.4LB
UPC: 773967101003

11.5kg © 25.41b
@ ooncerimovormes e @

=

WS/ 825

Weathershield Acoustical
12 per Carton

40 Cartons Per Pallet

WS/SUB 825
Weathershield Subfloor
12 per Carton

40 Cartons Per Pallet
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Weight: 2.40LB
UPC: 773967401004

Weight: 2.2738LB
UPC: 773967402001
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Visit our website at www.can-cell.com

CAN-CELL INDUSTRIES INC. 1-800-661-5031

Fax #: Edmonton (780)447-1034, Calgary (403) 295-7774, Langley (604) 513-8802, Kelowna (250) 491-9018,
Nanaimo (250) 754-2953, Saskatoon (306) 934-3034, Regina (306) 924-5868, Winnipeg (204) 633-6858





